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Tower 
• 60’ high 
• Raised Hydraulically 
• Unguyed Articulating 
• Meets Specifications 
for TIA/EIA-222-G 
permanent sites 

• Vertical Antenna  
Separation 

Trailer 
• 21’ length 
• GVWR 18,400 
• Tandem Axle 
• Electric brakes 
• Hydraulic Tongue & 
Leveling Jacks 

• Slip Resistant Deck 

Generator 
• 12kW  
• Diesel 
• 100 gallon tank 
• Run time 3-4 days 
 
 

Electrical 
• 100 Amp load center 
• 100 amp Meltric 
Shore Power Plug 

• Max. Equip. Watts 
10,500 (2625 / rack) 

• Manual Transfer 
Switch 

Enclosure 
• Lightning, EMI, 
EMP, RFI Protection 

• 3 bays / 4 racks 
• 108(96*) rack units 
• 5 internal lights 
• (6) 120 VAC double 
gang outlets per bay 

*Using Motorola Moto Rack 

HVAC 
• (2) 1 ton 
• Closed Loop Design 
• Smoke Detector 

Options 
• Additional Antenna 
Cables 

• Additional Antenna 
Mounts Brackets & 
Stand-Offs 

• Pan & Tilt             
Directional Mount 

12kW Diesel 
Generator 

Fuel Tank 

2 - 1 Ton Air 
Conditioners 

Hydraulic 
Tongue 
Jack 

Hydraulic Leveling Jack 

Hydraulic Leveling Jack 

60’ Articulating Tower 

3 Bay Compact 
Low Profile Shelter 

SMRS650.CLP3.LP 
(Low Profile) 
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